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Walk-In
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Smoke/CO2

Det.

Smoke

Det.

Footing Schedule

F1

24" x 24" x 8" Concrete footing with

(2) #4 bars each way.

F2

27" x 27" x 8" Concrete footing with

(3) #4 bars each way.

Shear Wall Panel

· Concrete : Minimum 28 day concrete strength = 2500 psi.

· Grade beams, piers and spread footings shall be poured onto undisturbed, native soil which is

free from any material that will adversely affect the soil bearing pressure.

· Footings are to be on undisturbed soil with an assumed 1500 PSF

· All slabs to be supported with a min. of 4" of compacted crushed rock fill.

· Beam pockets in concrete walls to have a min. 

for all beams and girders.

· Typical pier pad to be 18" dia. x 8" concrete footing with 4x4 DF#2 post.

· Typical crawl space beam to be 4x8 DF#2. Single gusset plate to be used on both sides of

attachment to post.

· Cover entire crawl space with 6 mil black visqueen vapor barrier.

· Excavate a min. of 18" below bottom of all beams.

· Install 15" x 7" closable FND vents in FND walls. Min 1 sq ft vented area for every 150 sq ft of

crawl space.

· Refer to Shear Wall Schedule and Hold-Down Schedule for sill bolt spacing and hold-down size.
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Foundation Notes

Interior Bearing Wall (above)

HoldDown

Covered Porch
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Bonus Room

15/8 x 11/0

Vaulted

Bedroom 2

11/0 x 10/11

Bedroom 3
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(2)- 4/0 x 5/0 sh

4x8 DF#2

Utility

Garage

Master Bedroom

Section B

Beam

4x8 DF#2

R-38

Cover entire crawl space with 6 mil

black visqueen vapor barrier. Min. 18" clearance in crawl space.

Flooring System: 1 

1

8
" T&G plywood sub-floor on 4x8

girders @ 32" o/c. Girders supported by 4x4 posts (4x6 @

splice), on asphalt shingle, on 18"∅ x 8" concrete footings.

4" Concrete slab over 6 mil.

vapor barrier on min. 4" of

compacted crushed rock fill.

3

4
" T&G plywood sub-floor

on 2x12 floor joists

2 x 12 Joist at 16" o/c

R-21

R-21 R-21

R-49

R-38

5
/
0

 
x
 
4

/
0

 
x
o

3
/
0

 
x
 
2

/
0

 
x
o

5
1
'

50'

3
4

'
-

6
"

22'

Front Elevation

8

12

Pitch

Decorative corbels

8

12

Pitch

Optional Bench

Washer

Dryer

Stackable

Optional Washer/Dryer

in Walk-In Closet
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