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· Refer to Framing Plan (sheet 3) for Joist layout, Beam
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· All electrical to meet or exceed current minimum code
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· Footings are to be on undisturbed soil with an assumed

1500 PSF

· All slabs to be supported with a min. of 4" of compacted

crushed rock fill.

· Beam pockets in concrete walls to have a min. 

1

2
" air space

on sides, and min. 3" of bearing for all beams and girders.

· Cover entire crawl space with 6 mil black visqueen vapor

barrier.

· Excavate a min. of 18" below bottom of all beams.

· Install 15" x 7" closable FND vents in FND walls. Min 1 sq ft

vented area for every 150 sq ft of crawl space.

· Refer to Shear Wall Schedule and Hold-Down Schedule for

sill bolt spacing and hold-down size and location (PAGE S1).
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Typ. Foundation Wall

Note:

1.  Footing to be place on undisturbed, native soil.

#4 Continuous bars at bottom of footing

and at top of stem wall.

(Extend bar around corners min. of 5')

P.T. 2x6 sill plate fastened to

foundation wall anchor bolts

per shearwall schedule.

(1) #4 vertical bar at 48" o/c

with 6" hook at each end.

4x8 Girder beam.

1

1

8
" T&G plywood floors.

2x6 exterior walls.

7
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" APA rated plywood sheathing.

Nailing per shearwall schedule.
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1500 PSF

· All slabs to be supported with a min. of 4" of compacted

crushed rock fill.

· Beam pockets in concrete walls to have a min. 
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" air space

on sides, and min. 3" of bearing for all beams and girders.

· Cover entire crawl space with 6 mil black visqueen vapor

barrier.

· Excavate a min. of 18" below bottom of all beams.

· Install 15" x 7" closable FND vents in FND walls. Min 1 sq ft

vented area for every 150 sq ft of crawl space.

· Refer to Shear Wall Schedule and Hold-Down Schedule for

sill bolt spacing and hold-down size and location (PAGE S1).
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Typ. Foundation Wall

Note:

1.  Footing to be place on undisturbed, native soil.

#4 Continuous bars at bottom of footing

and at top of stem wall.

(Extend bar around corners min. of 5')

P.T. 2x6 sill plate fastened to

foundation wall anchor bolts

per shearwall schedule.

(1) #4 vertical bar at 48" o/c

with 6" hook at each end.

4x8 Girder beam.

1

1
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" T&G plywood floors.

2x6 exterior walls.
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" APA rated plywood sheathing.

Nailing per shearwall schedule.
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